INSTRUCTIONS 
for 
INSTALLATION 
AND OPERATION 


of 
TRANSMISSION LINE 
FILTER 
Nary Type 33155 


For Use With Model TBS Series 
Radio Transmitting Equipment 


1. INTRODUCTION: The Model TB: 


ie hurmomes radiated trom the antenna system of 


Vramonission Line Filter, Navy eype-33155, 


is designed co reduce to a minimum 
the Model TBS series transmurer, It should be borne ia mind that the filteris etfective 


only in eliminating harmonic radiation from the antenna system: radiation fem power 
wiring, interconnecting leads, and the equipmene proper must be minimized by cereficl 


stueidingy and grounaine, 


2, DESIGN: The filter iy a low pass, chtee section, constant “K rype, of 70 oluns 
charactenstic impedance. designed to provide a maximum of attenuation (about 45db) 
for frequencies above 110 mes. The schematic diagram and pares list for the iter unit 


are shown in figure 1 below 
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TBS TRANSMISSION LINE FILTER, NAVY TYPE-53155 
SCHEMATIC DIAGRAM 


FIGURE 1 


3. INSTALLATION: The filker may be mou: 
in figures 2 and 4, as follows: 


ral in either of two positions as shown 


{@) Disconnect and remove the end of the Hexihle transmission line entering the apper 


junction box on the TBS transmitter front panel 
(b) Remove the junction box from the pane! of Gi tiansi tte 


©) Store the junction box, cover plate, ewo thumb screws, and lockwashers for possible 
future use. 


1d) Remove paint and any corrosion products from the area on the panel where the 


filter box back will contact the panel, in 


jer co provide a pod electrical contact, 


(©) Remove the iilter cover and secure the alter to the panel with the two No, 6-42 


rluching screws nd Inckwashers provided. 


(f) Secure the filter input stup connector 


the transmitter binding post by means of 


the No, 8-32 nut and lock washer previously removed. 


ig) Attach the flexible transinission line sheath to the filker case by means of the threaded 


fitting, and connect the inner conduct 


© the output end of the filter, using the 
nut and lockwasher provided. 


th) live de filter cover in piace by wing the 2 Whdclie stews and Lochwashers 


provided, 


FIGURE 2 FIGURE 3 


